
Conforms to IEEE 802.3, IEEE 802.3u, IEEE 802.3ab, IEEE 802.3bz, 

IEEE 802.3af/at.

Provides 8 10/100/1000Base-T / 2.5GbE ports + 1 10G SFP port.

Provides 8 PoE injector and 120W power adapter.

High back-plane bandwidth 60 Gbps.

IEEE 802.3x flow control.

Features1

S8009F-8P-I is fully integrated to support security monitoring by providing fast packet forwarding and high-speed Ethernet transmission. It utilizes appropriate 

bandwidth to ensure clear image quality, smooth data transmission, and sufficient bandwidth for high-definition video.

Product Introduction2

8-Port Industrial 2.5G PoE+ Switch

with 1 10G SFP+ Uplinks

Petenet



120W for PoE

Ports 1 to 8: 100/1000/2500 Mbps PoE+ (Up to 30W)

Ports 9: 10 Gbps for SFP

SFP: Distance depends on module type.

IEEE 802.3 / 802.3u / 802.3ab / 802.3bz / 802.3af / 802.3at

60 Gbps

4K MAC address table

3,720,000pps for 2.5GbE

14,880,000pps for 10GbE

8x2.5GbE(PoE) + 1x10Gbps SFP Switch

8x2.5GbE(PoE) + 1x10Gbps SFP Switch

Power adaptor

AC power cable

Accessory

User manual

DC Input

48-57V

V2- V2+

PWR2

V1- V1+

PWR1

Total PoE power between all 8 PoE Ports is limited to 120W

8x2.5GbE (PoE)+ 1x10GbE SFP Switch

2.5GbE PoE Ethernet Ports
for transmission of Power + Data

10GbE Up-link Ports 
for transmission of Data
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